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1. Insert install disk in floppy drive and insert Socket IO Card in lower PC 

Card slot.  This will bring up an Add New Hardware wizard. Click on the 
Next button. 

 
 

2. Ensure Search for  the best dr iver ... is selected (red).  Click on the Next 
button (blue). 

 
 

3. Ensure Floppy Disk Dr ives is the only box checked (red).  Click on the 
Next button (blue). 

 
 

4. Windows should find the correct driver.  Click on the Next button (red). 

 



 

5. On the Inser t Disk message, click the Ok button (red). 

 
 

6. Type in "c:\win98" in the Copy Files From box (red).  Click on the Ok 
button (blue). 

 
 

7. Click on the Finish button (red).  Your adapter is now installed. 

 
 

8. Click on Star t (red) and then Run (blue). 

 
 

9. Type in "a:install" in the Open box (red).  Click on the Ok button (blue). 

 
 

10. Once the install program starts, press any key to continue. 

 
 



 

11. Use your down arrow key to select Toshiba (All Other  Models) (red) and 
press Enter . 

 
 

12. Ensure Dr ive C: is selected (red) and press Enter . 

 
 

13. On the next screen, press Enter . 

 
 

14. Ensure the first option is selected (red) and press Enter . 

 
 

15. Ensure the first option is selected (red) and press Enter . 

 
 

16. Use your down arrow to select Continue to the Custom Install Options 
(red) and press Enter . 

 
 



 

17. Ensure COM: is selected (red) and press Enter . 

 
 

18. On the next screen, press Enter . 

 
 

19. Use your down arrow to select Com 2 (red) and press Enter . 

 
 

20. Use your down arrow to select Done... (red) and press Enter . 

 
 

21. On the next screen, press Enter . 

 
 

22. On the next screen, press Enter . 

 
 



 

23. Click on Star t (red) and then Run (blue). 

 
 

24. Type in “sysedit" in the Open box (red).  Click on the Ok button (blue). 

 
 

25. If you receive a System Configuration Error , click Ok (red). 

 
 

26. Press your down arrow once to get to the next line.  Type in "call 
c:\socketio\star tcom.bat" (red).  Click the X in the upper-right corner 
(blue) to close. 

 
 

27. When asked to save, click on the Yes button (red). 

 
 

28. Right-click Premier  Power  Multi-tasking... (red) and left-click Proper ties 
(blue). 

 



 

29. Click on the Program tab (red).  Click on the Advanced button (blue). 

 
 

30. Edit CONFIG.SYS for  MS-DOS mode and click the down arrow (red) to 
scroll down.  Locate the line that reads (blue): 
device=c:\power \dv\qemm386.sys ram ncf 

 
 

31. Click at the end of "ncf" and press Backspace to delete "ncf".  Now type in 
(red): st:m x=d400-d4ff 

 
 

32. Edit AUTOEXEC.BAT for  MS-DOS mode and click the down arrow 
(red) to scroll down.  Locate the line that reads (blue): share 

 
 



 

33. Click right before the "s" in "share" and press Enter  to start a new line 
(red). 

 
 

34. Press your up arrow to go to the blank line and type in (red): call 
c:\socketio\star tcom.bat 

 
 

35. Click the Ok button to close the window (red). 

 
 

36. Click the Ok button to close the window (red). 

 
 



 

37. Right-click Premier  Power  Single-taski... (red) and left-click Proper ties 
(blue). 

 
 

38. Click on the Program tab (red).  Click on the Advanced button (blue). 

 
 

39. Edit AUTOEXEC.BAT for  MS-DOS mode and click the down arrow 
(red) to scroll down.  Locate the line that reads (blue): share 

 
 

40. Click right before the "s" in "share" and press Enter  to start a new line 
(red). 

 
 



 

41. Press your up arrow to go to the blank line and type in (red): call 
c:\socketio\star tcom.bat 

 
 

42. Click the Ok button to close the window (red). 

 
 

43. Click the Ok button to close the window (red). 

 
 

44. Restart the computer before opening Premier Power. 


